


Vinyl Beams & Rafter Placement 
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 Using a helper and two ladders proceed to complete the 
following steps:

Slide the vinyl beam with rafter clips pre-installed through 
both holes of the vinyl column (overshooting), and then back 
through both holes of the opposite column.  Repeat for opposite beam.

Please Note:
The top of the vinyl columns may need to be tensioned in opposite
directions to each other to allow the beams and rafters to be
 installed on a slight angle.  The vinyl columns naturally allow 

some measure of flex.

Slide the two outer rafters through both holes of the vinyl column
(overshooting) and then back through both holes of the opposite

column.

Finally, adjust the beams and rafters so the pre-drilled holes on the
face of the beams and outside rafters are aligned with pre-drilled
holes on the posts.  Using 4” screws, lock the beams and rafters
 into position inside the posts by driving in 8 screws from the 

outside and 8 screws from the inside of each column.  

Place the rafters in the front and rear rafter brackets. 

Complete a final adjustment of all beams and rafters.  All spacing
should appear equal to the eye.
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Fastening Vinyl Beams, Rafters & Caps
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Using 5/8” self-auguring stainless steel screws attach the pergola
rafters to the rafter brackets.

Install the post caps using vinyl weld.

Install decorative pergola end caps using vinyl weld.
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Shade slats are designed to extend approximately 8 1/4” past
the last rafter.  Measurement includes the pre-installed pergola
ends.  Your goal is to ensure that all the shade slats overhang

equally to the eye.

Install first shade slat adjacent to the top of the vinyl columns.

Install the rest of the shade slats at 11 1/2” spacing.

Install one 2 1/2” screw at each intersection of rafter and shade slat.
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Suggestions for Additional Shade as Necessary
   •   Contact Eden Arbors regarding the possibility of purchasing an

       extra box of shade slats.

   •   White resin lattice in variety of shapes and sizes are available at

       your local lumberyard.  Cut to size and fasten directly to the top

       of shade slats using stainless steel screws.

   •   In areas of extreme snow or wind load, do not use tight diamond

       privacy lattice.

Shade Slats Installation
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Assemble shade slats by inserting the two slats into one joiner. 
Push firmly until extrusion bottoms out inside joiner.  No screws 

are necessary in the joiners.

Shade Slat Assembly
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